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RequiredqToolsqandq,omponents
ProvidedqbyqManufacturerqbperqmoduleqsety

ptLb;tswitchtmodule
ptLb;tmagnettmodule
btmp3tortmpbtscrews#tmagnettmodule
ktSpacers#tmagnettmodule
ptTampertbracket

ProvidedqbyqInstaller

"ladetscrewdrivertortatbladetbittfortusetintthetdrill,bit0driver
RTVt5dhesivetfortsometsitestereviewtinstructionstbelowa
5dditionaltp,kb”tSP5;6RStastneededtep3t,t"5èt–tM5èN5SPé6R6tP,Ntpbbba

qoortutframetastpreparedtintfiguretbelowt†
TampertTesttMagnet”toptionallytusedtfortnon0invasivettampertswitchtteststP,Ntpk(v

Installation&

PlanttotmounttthetswitchtmoduletintotthetdoortframertThetmagnettmoduletshouldtbetbetmountedtopposedtandt
alignedttotthetswitch#twithintthetdoorrttRecommendedtplacementtfortthetsettist(tinchestfromtthetlatchtsidetoftthet
door#tattthettoprtt4qgapqupqtoq6163aqb6g3mmyqisqrecommendedqthoughqtheqswitchqcanqbeqinstalledqtoqaq
61Faqbhg"mmyqmaximumqoperatingqgapgtàortULtcompliance#tthetinstallationtmusttbetintatmetaltframetwithtat
f,(hteminimumatdoortstop–tthetmodulestmustthavetantoperatingtgaptnotgreatertthantp,(hr

RecommendedqMinimumq,learancesqandqFeaturesq
forqDoorqtqFrameq,utouts

†q'ttistnottnecessaryttotmaketallowancetfortthetface0plate,flangetoftthetmagnettmoduletiftittfitstwithtthetswitchtmoduletflangetintthetdoor0to0
frametgapr
cRecommendedtplacementttotmeettdoor0opening#talarm#tutnuisancetalarmtrequirementstoftUL/kvtLeveltbtstandardrttThistguidetistonet
meansttotmeettthiststandardrtt'nstallationstwhichtfulfilltthiststandardtaretnottrestrictedttotthetspecifictrecommendationstintthistinstructiontsetr
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Specifications
Maxq,urrent&qqq3rbft5tResistive
MaxqVoltage&qqqk3tVq;
MaxqPower&qqqrbftWtResistive
ThetMagnaspheretLb;tseriestistintendedt
totbetconnectedttotatULtListedtcompatiblet
controltpaneltfortUStapplicationstandtat
UL;tListedtcompatibletcontroltpaneltfort
;anadiantapplicationsr
Gap&q3httotp,(ht
Suitableqforqoutdoorquse

TestqtheqPry†Tamperq
circuitqhereqwithqanq
L",qTamperqTestq
MagnetqbP1Nqn6hFwyq
forqinstallationsqinq
non†ferrous
baluminumyq
environments
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L2C SERIES

L6V6Lt"q,ON;65L6q”téightSecurityt
contactstfortrecessedtmounting
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Modelsqhavingqtheqfollowingqsuffixesqareqequippedqwithqpry†tampers)qaqrequirementqofqUL3hwqHighqSecurityqLevelsq6qandq"&q†6/6)q†666
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1: Prepare a deburred 1" hole directly opposite to the mounting site of the magnet module.  Center-to-center alignment of the 
modules is required for reliable operation.

2: Wire and test the switch module before inserting the switch module .  (The switch module is not meant for in-tact removal once 
installed.)  The tamper circuit (if equipped) must be wired to a 24-hr protection circuit.  All wires must route within the metal frame.  
2a. FOR INSTALLATIONS INTO A BORE (eg. concrete-filled frame) ONLY: Peel off the tamper bracket and remove all adhesive 
pads (to ensure the tamper bracket will hold to the bore in the case of switch-removal tampering).

3: For dual alarm switches (L2C-11X), proper orientation of the arrow mark (switch module) will improve synchronization of the 
contacts' closure; RTV or adhesive may be applied to insure that the arrow mark remains pointing along the path of the door swing.

4: Insert the switch module into the frame cutout.  Ensure that it is fully nested into position.  For dual alarm switches, orient the 
arrow mark pointing along the door's travel path (either direction).

         CAUTION: Magnasphere's magnet module is extremely powerful: Take precautions to avoid the magnetic attraction 
between the magnet and ferrous metals (or other magnets). 

Determine whether magnet spacers will be necessary to achieve the operating gap.  An operating gap of 0" to 1/8" is required for 
compliance with UL634 Level 2, C634 high security standard.  5: Fit and fasten the magnet module into the door cutout. The 
mechanical installation of the set is complete.
NOTE: The pry tamper will be in alarm condition when the switch module is removed from the tamper bracket 1/32" - 1/4" 

(continued) instructions:
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